Resistance Furnace

Description

SX senes resistance furnace is the most aconomical instrument for heating under 1200 . it is widely usad for small metal parts heat treatment. drug
ashing, sic.

sample processing, oo and coal quality analysis, sampie

Features

I.Hew designed parallel door keeps the user from the hot side:

2.Adopt alloy wire coil as heating element. three sides heating make inner chamber iemperature more uniform.

3.The heating wire is hidden behind the chamber, this can improve it's corrosion protectio:
4. Use high gquality aluminium silicate board as inner chamber, and aluminosilicate fiber as thermal insulation material, make temperature

rising fast. low dissipation, product weight lighter;
5.Micro computer PID control, with timer and over

temperature alarm;

Specification
Modsl SX-2-100 | SX-7-0D | SX-16-10D | Sx-30-10D | SX-2-120 | SX-r-12D | Sx-16-120
Heating mode three—side heatng wire
temp. range 300~1000C l ago~200TC
Performance  [1emP. fesolution ic
temp. fuctuation 5T
heating up time BOmin 70min I smin 80min
vent fr22mme 1. back{optional)
chamber material aluminum silicats
Structure heating device nickel-chromm allay wire
rated powes 2.5kw sow | Bew | tmw | 2sw | sw 10w
shell material spraying cold mled siesl
temip. comrol use microcomputer PID confrol of heating
Conitolier program mode 40 sections programable control runs{optonal)
timer 0 ~=2299min
SENSOT K
Safety device over-igmparature akarm
working size 1200200480 | 2003004120 | 250400160 | 3005002200 | 120+200+80 | 200+300+120 | 250400160
exterior size SBT+E61=441 | GEE+TID+530 | TI4«B62+602 | BO1=9TD+E3T | SAT«E61+44] | 656752530 | TI4«862+602
Specilication packing size BB0=580+603 | 380670685 | 1090750755 | N90«B20=T92 | BB0+5B0=603 | SA0+67T0«585 | 1090«T50eT55
(WeDsHmm)  |working capacity a L 6L 3oL 2L n 6L
Powar ACZ20V/AIA | ACZ20V/1BA | ACIBOV/12A | ACIBOV/1BA | ACZZ0V/MNMA | ACZ20V/23A | ACIBOV/12ZA
NW/GW 67/80kg 134/150kg | 203/230ky | 271/305kg B7/B0kg 134/150kg | 203/230kg
Sandard Configuration obsarvalion window/venl, chimney, chimney block
Optional device gale tum-off switch

INQUIRY & REQUEST : INFO@ROMICAL.COM
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