CO02 Incubator
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Features
1. Adopt HEPA filter, with unigue air duct design, the air in the 2,Adopt IR sensor, sinble and fong serve life, can efectively avoid
chamber can be fillered every per minul, 5 minutes affer closing the measureament deviation caused by frequent opening and closin
the door, air Lluilliﬂf reach Calss 100 !LIIJ';'rIIHIf_iI screen display, can show lemperalure, CO2 concentration
- and starilizalion procedure clearly
3.5ix directions heating, can offer excelient temperaiure i Mll’tll'u'.r:lmflull;"l control, users can sel program, stora history,
uniformily. 14 0°C slerilizalion _high-lemperalure staga only needs check history data and curve, elc

twe hours, and the lotal cycle s less than 12 hours, which can be

carried oul sutomancally at nighl

= i Temm B T | o S
L] —_— .
Specifications
Mol SCI-80 SCI-185 | S5C1-248
Controlier 4.3 inch touching screen |
:I'ﬁw:- CD‘l'lii“lr.ﬂ mathod —— T L _ PlD_ — i
Temp range RT+5C 1o 6O°C [
Temp resalution o.1'C |
b i 8 L — e - ]
Temp unifommity +0.2°C @37TC |
e e e iy :
e Swwiali A e L I
CO2 sensor IR
CO2 contrd range 0 o 20%
COZ resolution = — 0.10% =i
COR messuremant accUracy £1RF5S |
(COZ valalility 0.02% /°C [<1%/ 2 years)
Relative humidity enviranmeant humidity 1o 9554 a7 G
[Humidity display = ~— opwonal |
Remole conlrol “optional |
HEPA filtar 150 Class 5. 5 minules |
Sterilization 140°C heating or UV :
Chamber sizelLyWxH) Ad Oxd OO0xSO0mm | SO0Hx54 168 mm | BO0xXEI0NETOMm '
Chamber velume — BOL 1 st — 2aEL .
(Outer sze{LaW=r] | 56124 48B4 0mm | BI5HE6R1000mM 1 7BExBITx240mm i
Weaght BAkp | BSkg | 120kg |
Pawer | 220-240V/50-60Hz i
Evirorme g ST 1o 46°C i
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